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Performance - COOKERXBOX Casing
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Type D

Air Density 1.2 kg/m3

ISO 5801 2007
AMCA 300
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Type D

Air Density 1.2 kg/m3

ISO 5801 2007
AMCA 300

Code descriptions

1. Cooker type - left hand 
(supply air to house) 

2. Range 

For right hand use code 
CKRXBOX - RH 

CKR XBOX 
| |
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1 2
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Fixing holes

A
B

C

D

Access panels
In order to make connections for the condensate
drain and electrical supply the access panels
shown should be removed, starting with No.1.
All panels should be stored safely to avoid
damage.

A = Supply air to house. 

B = Extract air from bathroom/ensuite.

C = Exhaust air to outside.

D =  Supply air from outside.
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COOKERXBOX

ELECTRIC AL, SOUND & WEIGHT

Motor Full load* Breakout

Extract Fan power current Induct Sound Power Levels dB re 1pW      dBA Weight

Curve Code Phase kW amps 63 125 250 500 1K 2K 4K 8K @3m Kg

5 ckrXbox 1 60 0.260 Boost open inlet 58 60 62 53 47 45 40 30 39 20

4 34 0.140 Speed 4 open inlet 52 54 55 46 40 38 29 26 31

3 24 0.105 Speed 3 open inlet 49 51 43 40 34 30 24 25 24

2 18 0.080 Speed 2 open inlet 48 51 39 35 30 25 22 20 21

1 12 0.060 Speed 1 open inlet 44 45 37 32 27 23 22 20 18

Supply Fan

5 ckrXbox 1 60 0.260 Boost open outlet 51 63 71 66 65 61 54 44 52

4 37 0.140 Speed 4 open outlet 48 52 64 61 59 54 45 36 46

3 24 0.105 Speed 3 open outlet 44 50 53 54 53 47 35 28 39

2 18 0.080 Speed 2 open outlet 38 39 41 41 39 27 22 20 25

1 12 0.060 Speed 1 open outlet 38 39 37 32 27 23 22 20 17

Note: Part L1 compliance: Specific Fan Power (SFP) will be less than 2.0 for typical system resistances (estimated at 75Pa for boost condition), 
at default speeds (1 and 3). Minimum heat exchanger efficiency at all settings is 66%.
*Unit has a soft start function therefore the starting current is same as flc.

Dimensions (mm) COOKERXBOX
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Operation 
The unit is designed to continuously supply and extract air. The unit
contains a thermostat to sense the extract air temperature. When the
temperature exceeds the boost set point the extract fan boosts to full
speed. Boost speed may also be activated by remote switch/es. Ensure that
supply/extract motor wires are swapped over if opposite hand is required.

Boost Fan/s Selection
By default only the extract fan boosts to full speed. 
To change this to boost the supply fan as well as the 
extract fan, move link to position B.

Fan Speeds
Unless onsite conditions dictate otherwise both supply and extract fans
should be set on the lowest setting.

Boost Set Point
Boost should be triggered whilst cooking. It is suggested the set point
should be set to 32oC although this may need changing depending on the
user lifestyle.

Connecting Auxillary Switches
It is possible to provide additional control of the unit by means of up to
two auxilliary switches connected to the switched live. These switches may
be operated manually or by additional Thermostats, Humidistats and PIR
Detectors.
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Aux switch(es)
(optional)

L

N

SL

3 pole fan isolator

Ducting connections
There are four ducting connections to be made
from the sides of the unit. The four ducting
positions on the top of the unit can be employed
for other installation options. 

1) Fresh air input to unit (100mm dia). 

2) Exhaust air to outside (100mm dia).

3) Fresh air supply to dwelling 
(100mm dia).
This duct should terminate via a 
discharge diffuser located centrally 
within the dwelling.

4) Extract air from bathroom/en-suite 
(100mm dia).

Side spigot functions

1. Supply 
air from 
outside

2. Exhaust 
air to 
outside

3. Supply air 
to house

4. Extract air 
from bathroom/en-suite

1
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Top spigot functions
For optional installation choice. The numbered 
spigots perform the same function as the 
equivalent numbered side spigots.

Note: the distance between the underside of the unit and
the supporting surface for the cooking vessel must be at
least 650mm.
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Download full wiring details from www.nuairegroup.com/specifications



COOKERXBOX

Consultants Specification

Operation
Whole home ventilation unit with heat recovery for homes without a
loft.

COOKERXBOX - unit specification
The casing shall be manufactured from easy to clean pre-coated
galvanised steel.

A washable flame retardant supply air filter of G3 grade shall be fitted
which may be accessed behind the grease filters. The unit shall
incorporate two backward curved centrifugal impeller fans for
continuous central input and demand activated multiple extract from
‘wet’ areas.

The fans shall be driven directly by high efficiency AC motors with a
maximum power consumption of 60 watts each.

The unit shall incorporate an easily removable, washable plate heat
exchanger manufactured in flame retardant aluminium.  The heat
exchanger shall be arranged to remove heat from the extract airflow 
and to transfer it to the input airflow whilst permitting no mixing.

Up to 66% of the available heat may be recovered.

The unit shall incorporate an integral grille with washable grease filters
and may be configured for general kitchen extract or for above hob
application.

The unit input fan volume control setting shall be adjustable via an
integral 4 position switch and shall typically provide 14-33 l/s
continuously with the facility to boost, if required to 47 l/s with the
extract boost.

The unit extract fan shall operate continuously at a low background rate,
typically 15-37 l/s, set via an integral 4 position switch, boosting to high
duty extract of approximately 47 l/s when integral sensor detects
available heat in the extract air stream. Alternatively, high duty extract
may be via a separate switch (not supplied). 

The standard warranty for cookerXbox shall be for 5 years.
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