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AXUS CONTRA
ROTATING AXIAL FANS

High pressure alternative to 

single stage axial fans.



www.nuairegroup.com  |  10.8

SMOKE CONTROL FANS

AXUS CONTRA ROTATING AXIAL FANS

TECHNICAL INFORMATION

BENEFITS

• High performance
Developed to provide optimum
performance for each case size.
13 Case diameters 315 - 1250mm.
Airflow - up to 42m3/s.
Static pressure - up to 2500 Pa.
Operating temperature, 300oC for 2 hours,
400oC for 2 hours.

• High temperature 
Units are suitable for smoke reservoir and 
non smoke reservoir applications - 
EN 12101-3 2002. Units are dual purpose
for day to day plus ‘one off’ emergency use.

• Tested to the highest standards
Air performance to BS848 (part 1) 
2007 and IS05801 (Part 1) 2007.

• Acoustic performance
AMCA300.

• Flexible solution
Units can be installed at any angle.

• Matching Attenuators & ancillaries
AV mounts, flexible connectors, mounting
Brackets, Matching Flanges, Inlet Cones,
Guard, backdraught damper.

• Available options
AXUS units suitable for two speed 
operation (full and half speed).
AXUS units available with access doors 
suitable for cleaning and observation.

• Warranty
Axus Contra-Rotating have a 3 year 
warranty. 

Units suitable for continuous operation at
temperatures up to 60oC and a 1 off
operation in smoke mode.

For larger sizes contact Nuaire.

Lifting Method

See installation & maintenance documents
for full details.

Matching Ancillaries

Attenuators - 
Standard and Long
options available.

Anti Vibration Mounts Mounting Brackets. Flexible Connectors.

Matching Flanges. Inlet Cones. Anti-backdraft Damper. Arc Cowl.

See pages 10.32 - 10.35 for further details on Ancillaries.
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AXUS CONTRA ROTATINGAXIAL  FANS

TECHNICAL INFORMATION

Performance - Axus High Temperature Contra Rotating Fans Casing
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Code descriptions

1. Axus Contra-rotating axial

2. Case diameter in cm

3. Impeller specification reference

4. Motor speed in poles

5. Impeller blade angle reference

6. Electrical supply in phase

3 = 400V, 50Hz three phase

7. Impeller material

A = Aluminium
S = Steel

8. Operating Temperature

7 = 300oC for 2 hours

8 = 400oC for 2 hours

9. Other options (combinations possible)

T = Two speed (full and half)

Z = Access Door

AXC 100 AA - 4 1 3 A 7 T
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