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TERMINATOR
ROOF FANS

Stylish, low profile roof fan 

with a wide duty range.
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ROOF FANS

TERMINATOR

TECHNICAL INFORMATION

Quick Selection Guide

TERMINATOR ROOF FANS

Ecosmart Speed Controls Frequency Auto- Drop-in Standard Drop-in Long 

Fan Units Cowl Size Control Pack Electronic Inverter transformer Attenuator Attenuator Roof Curb

TRAS315-41 A - ESC1-3A - SPCON3.5 TRDSS-A TRDSL-A PBC-A

TRAS350-41 A - ESC1-3A - SPCON3.5 TRDSS-A TRDSL-A PBC-A

TRAS400-41 B - ESC1-3A - SPCON3.5 TRDSS-B TRDSL-B PBC-B

TRAS500-61 C - ESC1-3A - SPCON3.5 TRDSS-C TRDSL-C PBC-C

TRAS560-61 C - ESC1-3A - SPCON3.5 TRDSS-C TRDSL-C PBC-C

TRAS450-41 B - ESC1-3A - SPCON3.5 TRDSS-B TRDSL-B PBC-B

TRAS630-61 D - ESC1-6A - SPCON3.5 TRDSS-D TRDSL-D PBC-D

TRAS500-41 C - ESC1-6A - SPCON3.5 TRDSS-C TRDSL-C PBC-C

TRAS560-41 C - ESC1-10A - SPCON3.5 TRDSS-C TRDSL-C PBC-C

TRAS560-43 C ES-ISC3.0 - 3ISC3.0A - TRDSS-C TRDSL-C PBC-C

TRAS630-43 D ES-ISC5.9 - 3ISC5.9A - TRDSS-D TRDSL-D PBC-D

TRAS80H-43 E ES-ISC7.7 - 3ISC7.7A - TRDSS-E TRDSL-E PBC-E

TRAS80L-43 E ES-ISC5.9 - 3ISC5.9A - TRDSS-E TRDSL-E PBC-E

TRAS100H-43 F ES-ISC13.2 - 3ISC13.2A - TRDSS-F TRDSL-F PBC-F

TRAS100H-63 F ES-ISC4.0 - 3ISC4.0A - TRDSS-F TRDSL-F PBC-F

TRAS100L-43 F ES-ISC7.7 - 3ISC7.7A - TRDSS-F TRDSL-F PBC-F

TRMS350-41 A - ESC1-3A - SPCON7.5 TRDSS-A TRDSL-A PBC-A

TRMS450-41 B - ESC1-6A - SPCON7.5 TRDSS-B TRDSL-B PBC-B

TRMS450-61 B - ESC1-3A - SPCON7.5 TRDSS-B TRDSL-B PBC-B

TRMS560-43 C ES-ISC5.9 - 31SC5.9A - TRDSS-C TRDSL-C PBC-A

TRMS560-61 C - ESC1-6A - SPCON7.5 TRDSS-C TRDSL-C PBC-C

TRCS350-41 A - ESC1-3A - SPCON3.5 TRDSS-A TRDSL-A PBC-A

TRCS400-41 A - ESC1-3A - SPCON7.5 TRDSS-A TRDSL-A PBC-A

TRCS450-41 B - ESC1-6A - SPCON7.5 TRDSS-B TRDSL-B PBC-B

TRCS450-61 B - ESC1-3A - SPCON7.5 TRDSS-B TRDSL-B PBC-B

TRCS500-41 C - ESC1-6A - SPCON7.5 TRDSS-C TRDSL-C PBC-C

TRCS500-61 C - ESC1-3A - SPCON7.5 TRDSS-C TRDSL-C PBC-C

TRCS560-43 C ES-ISC4.0 - 3ISC4.0A - TRDSS-C TRDSL-C PBC-C

TRCS560-61 C - ESC1-6A - SPCON7.5 TRDSS-C TRDSL-C PBC-C

TRCS630-43 D ES-ISC7.7 - 3ISC7.7A - TRDSS-D TRDSL-D PBC-D

TRCS630-63 D ES-ISC3.0 - 3ISC3.0A - TRDSS-D TRDSL-D PBC-D

TRCS710-63 D ES-ISC4.0 - 3ISC4.0A - TRDSS-D TRDSS-D PBC-D

Wall plate

Trimmer

Neoprene 
Profile Filler

Plastic capped self-tapping 
screws (by others)

A
 x

 A

Y
 x

 Y

Purlin / Box Curb

Foam Seal 
suppliedBuilders 

Upstand

Insulation 
optional

C & C inside trimmer angles

A x A

H x H
B

over curb

Soaker 
Sheet

H x H over curb

Purlin

Trimmer

Note: Wooden curb and caps to be hardwood or treated 
softwood of minimum 50mm thickness.

J x J inside soaker sheet

A x A

C x C

Installation

Decking Roof Installation

Profile Roof Installation Vertical Profile Sheet Installation

DIMENSIONS (mm)

Cowl Size A C H J K

A 460 475 550 560 150

B 560 575 650 660 150

C 700 775 900 910 150

D 800 900 1000 1010 200

E 900 1000 1100 1110 250

F 1200 1300 1400 1410 250
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TERMINATOR

TECHNICAL INFORMATION

Performance - Terminator Roof Input/supply Fans TIA
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DIMENSIONS (mm) & WEIGHT 

Code A B C D (min) E F Weight Kg

TIA350-421 900 620 340 460 sq 150 600 sq 20.0 

TIA400-431 1080 740 375 560 sq 150 695 sq 30.0

TIA450-441 1080 740 375 560 sq 150 695 sq 30.0

TIA500-451 1320 964 475 700 sq 150 945 sq 45.0

TIA630-473 1470 1076 490 800 sq 200 1050 sq 63.0

I  = Open Inlet  O = Open Outlet
The electrical and sound information in the table is nominal. *Open outlet dBA@3m input/supply. 

Dimensions - Terminator Roof Input/supply Fans TIA

ELECTRIC AL & SOUND TIA

Motor Sound Power Levels  (dB re 10 -12W) Open inlet/

Cowl Power FLC SC Open inlet Octave band mid frequency (Hz) outlet 

Curve Code Size Phase RPM (kW) (amps) (amps) Open outlet 125 250 500 1K 2K 4K 8K dBA@ 3m

1 TIA350-421 A 1 1350 0.09 0.85 1.45 I 85 83 75 68 64 58 51 78
O 78 81 77 72 68 63 54 61

2 TIA400-431 B 1 1350 0.25 1.8 3.6 I 90 92 84 77 73 65 61 87
O 84 90 86 81 78 71 63 69

3 TIA450-441 B 1 1350 0.25 1.8 3.6 I 88 88 81 76 71 65 56 83
O 87 92 87 83 80 74 66 72

4 TIA500-451 C 1 1350 0.94 3.6 10.8 I 98 96 88 83 81 74 64 92
O 96 96 86 87 84 78 69 75

5 TIA630-473 D 3 1350 1.5 4.4 17.7 I 101 98 92 88 86 79 73 95
O 101 98 93 95 91 86 77 81

TIA - Roof mounted input/supply fan is
supplied complete with Bird Guards
and Motor side Finger guard.

Quick Selection Guide

TERMINATOR TIA

Fan Drop In Standard Drop In Long Ecosmart Speed Control Speed Control Inverter Speed

Code Attenuator Attenuator Control Pack Roof Curb Electronic Auto Transformer Control

TIA350-421 TRDSS-A TRDSL-A - PBC-A ESC1-3A SPCON3.5 -

TIA400-431 TRDSS-B TRDSL-B - PBC-B ESC1-3A SPCON3.5 -

TIA450-441 TRDSS-B TRDSL-B - PBC-B ESC1-3A SPCON3.5 -

TIA500-451 TRDSS-C TRDSL-C - PBC-C ESC1-6A SPCON7.5 -

TIA630-473 TRDSS-D TRDSL-D ES-1SC5.9 PBC-D - - 31SC-5.3

Soaker sheets and flashing plates are available to suit all roof profiles. Contact Nuaire for details. 
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Dimensions - Wall Frame Kit

DIMENSIONS (mm)

Unit A B C D E

A 550 250 460 369* 505

B 650 250 560 470* 605

C 900 250 700 610* 825

D 1000 250 800 690** 900

*    Three holes equally spaced.    **  Four holes equally spaced

E

A

C
A

D

B

Fixing centres

Wall plate

Trimmer

Flashing strips
by others.

Neoprene 
Profile Filler

Plastic capped self-tapping screws (by others).

A
 x

 A

Y
 x

 Y

Important that timber is flush with 
outside of wall and secured with coach 
bolts (by others). 
Use Flowsil 32 flexible silicone sealant 
filler on all joint faces to form a fillet 
for complete weatherseal. 

A
 x

 A

Y
 x

 Y

Wall plate

C x CA x A

J x J

Y x Y

Wall Mounting Kits
Note: unit must be installed using the appropriate wall mounting plate and
with the longer cowl dimension running horizontally.

Roof profile prepared to accept a Purlin Box Curb.

Note: Details of Terminator Cowls and Supply/Extract Cowls can be
found on page 11.26.

DIMENSIONS (mm)

Damper Code X Y Z CB Cba Kg

TRDM-A 390 165 470 454 150 11

TRDM-B 490 165 570 551 150 14

TRDM-C 690 165 770 691 150 20

TRDM-D 800 165 880 793 150 25

TRDM-E 900 165 980 891 150 28

TRDM-F 1200 165 1280 1191 150 31

Damper motor fitted is "Motor open/Motor closed".
For Motor open/Spring Return option add '-S' after terminal size e.g. TRDM-A-S.

Dimensions - Dampers  
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Terminator Dampers
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Built up Damper unit and Curb Box Sleeve

Motorised Damper unit




