
ENERGY SAVING CONTROLS

The most flexible energy saving

ventilation control system on the

the market with full BMS interface.

Touch screen user control. ES-PIR2 sensor. ES-TEMP2 temperature sensor.
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ECOSMART CONTROLS

TOUCH SCREEN DISPLAY 

TECHNICAL INFORMATION

ES-LCD and ES-LCDM Ecosmart user controls 
From the Ecosmart range these touch screen units have a 3.5in colour LCD
touchscreen display to provide improved user interface. The units can be
surface or semi-recess mounted and is compatible with standard 2-gang
recess back box.

ES-LCD – this unit is all plastic construction and supplied with 10m of 
pre-plugged connection cable and surface mounting back box.

ES-LCDM– this unit is plastic construction with a polished stainless steel
front bezel.

It is supplied with 10m of pre-plugged connection cable and surface
mounting back box.

The units are SELV (12V d.c.) with the power supplied from the fan unit via
the pre-plugged cable.

The ES-LCD & ES-LCDM operate via a set 
of menus 
It can control the function of the fan by manual setting or using a set of
timed programmes. As supplied, the default setting of units can control the
ventilation element of the system. If control of the heating and cooling
elements fitted to the Ecosmart fan is needed; these functions must be first
set up in the appropriate menu. The control will guide you through the
initial set up routine via menus when the unit is initially switched on. 

Please note these settings could be changed subsequently if needed.

Compatibility with Ecosmart Fans
The ES-LCD and ES-LCDM controllers are 100% compatible with the
Ecosmart fans and air handling units supplied with the controller. 

However, some fan units delivered prior to spring 2009 may not be capable
of supplying the 300mA needed to power the controller and could cause
the system to reset and behave erratically. Please check the suitability of
the fan unit before upgrading the existing user control to ES-LCD and 
ES-LCDM controllers.

Maintenance
The unit does not require any routine maintenance. However, for optimum
performance, it is advisable to remove any accumulated dust with a low
power vacuum cleaner.

Day and Time: The above screen is used to set up the current day 
and time. Press ‘Exit’ to save the settings and exit this menu.

Initial System Setting: This screen allows a meaningful name to be
assigned to the control so that the system it controls can be easily
identified. Up to 20 characters (including spaces) can be assigned. 

Timed Programmes: There are two custom programmes available 
(custom program A & custom program B) for each control. 
It can be useful to use one program for summer operation 
and the other for winter operation.



Timed Programmes: The example above shows the fan will run at speed 1
between midnight and 8am every Monday. The heating will be selected if
the ambient temperature at the ES-TEMP2 is below 18oC.

Timed Programmes: The example above shows the fan will run at speed 
7 between 8:01am and 6pm every Monday to Friday. The heating will be
selected if the ambient temperature at the ES-TEMP2 is below 18oC.
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Timed Programmes: The example above shows the fan will run at speed 8
between 7:30am and 6pm every Monday to Friday inclusive. The cooling
will be selected if the temperature at the ES-TEMP2 is above 25oC.

Timed Programmes: The example above shows the fan will run at speed 5
between midnight and 6am every day if the temperature at the ES-TEMP2
is greater than 22oC. 

Pin Protection: When leaving the programming section, you will be
prompted to enter a four character PIN code to prevent unauthorised
changes to the program.

Safe Cleaning Mode: This disables the touchscreen for approximately 
2 minutes to allow the control to be wiped clean. 
The screen will show the time remaining in this mode.




