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The quietest noise to duty

ratio unit available.
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Performance - Internally Mounted Xtractor Units cont.
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ELECTRIC AL & SOUND UNITS 15 -  27 

Induct Sound Power Level dB re 1pW

FLC SC Frequency (Hz) Breakout

Curve Unit Phase RPM kW (A) (A) 125 250 500 1K 2K 4K 8K dBA @3m

15 ESX15-DS 3 2415 0.55 1.6 1.6 79(-3) 76(-1) 81(-2) 77(+4) 74(+4) 67(+2) 61(+1) 36

16 ESX16-DS 3 1830 0.75 2.1 2.1 88(0) 85(-2) 78(+1) 75(+5) 73(+3) 68(+1) 62(+1) 42

17 ESX17-DS 3 3080 1.1 2.5 2.5 87(+1) 77(0) 84(-2) 78(+2) 78(+6) 73(+3) 66(+1) 40

18 ESX18-DS 3 2300 1.5 3.5 3.5 89(+4) 88(+2) 86(0) 79(+3) 76(+5) 74(+2) 68(+1) 45

19 ESX19-DS 3 2920 3 6.5 6.5 93(+4) 92(+2) 90(0) 83(+3) 80(+5) 78(+2) 72(+1) 49

20 ESX20-DS 3 1800 2.2 5.0 5.0 79(0) 85(-1) 79(+3) 78(+5) 75(+2) 69(+1) 65(0) 41

21 ESX21-DS 3 1970 3 6.5 6.5 82(+1) 79(+2) 84(0) 79(+4) 77(+5) 72(+2) 67(+1) 39

22 ESX22-DS 3 1760 4 8.5 8.5 82(+1) 83(0) 84(-1) 80(+5) 76(+4) 72(+1) 66(0) 41

23 ESX23-DS 3 2180 5.5 11.0 11.0 85(+1) 82(+2) 87(0) 82(+4) 80(+5) 75(+2) 70(+1) 42

24 ESX24-DS 3 2430 4 8.5 8.5 87(+1) 84(+2) 89(0) 84(+4) 82(+5) 77(+2) 72(+1) 44

25 ESX25-DS 3 1960 5.5 11.0 11.0 85(+1) 86(0) 87(-1) 83(+5) 79(+4) 75(+1) 69(0) 44

26 ESX26-DS 3 2180 7.5 15.5 15.5 87(+1) 88(0) 89(-1) 85(+5) 81(+4) 77(+1) 71(0) 46

27 ESX27-DS 3 2460 11 21.5 21.5 88(+5) 90(+3) 93(-2) 88(+3) 85(+6) 82(+2) 77(+1) 48

Please note that the units are pre-programmed with a soft start function - therefore the starting current is identical to the FLC.

The electrical and sound information in the table is nominal. Breakout dBA@3m is spherical, free field. 
Start currents (sc) are DOL other than for motors of 4 kW and above which is star delta applies to single phase motors only.

* Motor electrical supply, 1=1 phase (230V, 50Hz) (3=3phase (400V, 50Hz).

Note: DS = Double Skin Casework for specification see page 7.73
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Internally Mounted Xtractor Units



Xtractor Externally Mounted Fan Units 13-19
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Download specification from www.nuairegroup.com/specifications

Performance - Externally Mounted Xtractor Units Casing

Code descriptions

ESX1 - B ES B C 

| | | | | |
1 2 3 4 5 6

1.   Single range

2.   Sizes 1 to 25

3.   Case type/spigot position

X = External in-line unit

R = Back inlet, grille outlet

external roof mounted unit

B = Bottom inlet, grille outlet

external roof mounted unit.

4. ES = Full Ecosmart controls 

– BMS interfaces and commissioning 

controls (as  5 & 6 below) full compatibility 
with Ecosmart sensors.

5. B  = BMS interfaces 0-10V, volt free run  
and fail indication. 
Commissioning/speed control built in
Adjustable trickle and boost if required.

6. C  = Commissioning/speed control built in.

Adjustable trickle and boost if required.

All the above control options are pre-
programmed with a soft start function.

ESX-R External Fans

ESX-B External Fans

ESX-X External In-line Fans
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Externally Mounted Xtractor Units - ESX-X

ELECTRIC AL, SOUND & WEIGHT

Code/ Phase RPM Motor FLC SC Induct Sound Power level dB re 1pW Breakout Weight

Curve power (amps)  (amps) Octave band mid frequency (Hz) dBA@3M (Kg)

(kW) 125 250 500 1K 2K 4K 8K

ESX1-X 1 2040 0.086 0.65 0.65 66(+8) 55(+3) 46(+0) 47(+6) 39(+13) 35(+11) 31(+8) 29 20

ESX2-X 1 1320 0.104 0.56 0.56 62(+11) 46(+4) 40(+9) 35(+15) 32(+17) 31(+13) 31(+5) 25 30

ESX3-X 1 1260 0.23 1.6 1.6 72(+2) 55(+6) 47(+7) 43(+14) 40(+14) 36(+15) 32(+13) 32 43

ESX4-X 1 1140 0.37 1.6 1.6 68(+8) 59(+6) 51(+10) 29(+17) 46(+15) 42(+16) 35(+18) 37 57

ESX5-X 1 1110 0.46 2.95 2.95 68(+8) 58(+10) 49(+14) 49(+19) 50(+18) 48(+17) 43(+17) 40 69

ESX6-X 1 1272 1.1 4.84 4.84 71(+5) 63(+4) 55(+12) 58(+13) 58(+13) 55(+13) 48(+12) 47 79

ESX9-X 1 960 1.6 7.3 7.3 72(+13) 66(+19) 61(+18) 60(+18) 60(+17) 57(+19) 51(+18) 50 154

ESX11A-X 3 1225 0.37 2.1 2.1 73(+1) 67(+7) 62(+10) 63(+11) 55(+9) 49(+11) 45(+9) 46 77.5

ESX11B-X 3 1225 0.55 1.7 1.7 74(+2) 68(+7) 64(+9) 65(+10) 57(+8) 52(+9) 48(+7) 48 82.4

ESX12A-X 3 1400 0.55 3.4 3.4 75(-1) 71(+4) 66(+7) 66(+9) 58(+7) 51(+8) 45(+5) 48 82.4

ESX12B-X 3 1400 0.75 2.1 2.1 74(+3) 70(+8) 65(+10) 66(+12) 58(+9) 51(+11) 44(+9) 50 84.4

ESX12C-X 3 1400 1.1 2.9 2.9 77(+2) 73(+7) 67(+10) 69(+10) 60(+8) 54(+10) 47(+11) 51 90.4

ESX13A-X 3 1085 0.75 2.1 2.1 70(+5) 67(+8) 67(+8) 63(+8) 56(+8) 57(+7) 51(+7) 48 116

ESX13B-X 3 1085 1.1 2.9 2.9 72(+5) 68(+8) 69(+8) 65(+8) 58(+8) 59(+7) 54(+7) 50 116

ESX13C-X 3 1085 1.5 3.7 3.7 73(+4) 69(+7) 70(+7) 64(+9) 59(+7) 61(+5) 55(+6) 50 125

ESX14A-X 3 1225 1.1 2.9 2.9 73(+5) 68(+7) 68(+7) 62(+10) 56(+8) 58(+6) 48(+7) 48 116

ESX14B-X 3 1225 1.5 3.7 3.7 74(+5) 68(+9) 68(+10) 63(+11) 57(+10) 59(+8) 49(+12) 50 125

ESX14C-X 3 1225 2.2 5.4 5.4 75(+5) 70(+9) 71(+9) 65(+11) 60(+9) 62(+7) 55(+9) 52 134

ESX15A-X 3 925 2.2 5.4 5.4 80(+6) 79(+2) 78(+9) 76(+8) 73(+7) 70(+6) 64(+9) 60 168.7

ESX15B-X 3 925 3 6.9 6.9 83(+8) 81(+3) 79(+9) 78(+9) 76(+9) 74(+10) 68(+12) 62 174.6

ESX16A-X 3 1040 1.5 3.7 3.7 80(+5) 80(+1) 75(+8) 75(+7) 73(+6) 71(+6) 67(+8) 57 159.6

ESX16B-X 3 1040 2.2 5.4 5.4 81(+8) 81(+3) 76(+12) 76(+11) 74(+9) 71(+9) 68(+9) 61 168.7

ESX16C-X 3 1040 3 6.9 6.9 81(+7) 82(+2) 77(+11) 77(+10) 74(+8) 71(+9) 68(+8) 61 174.6

ESX16D-X 3 1040 4 10 10 84(+7) 82(+1) 80(+10) 79(+9) 77(+8) 75(+9) 70(+8) 63 193.6

ESX17A-X 3 1160 2.2 5.4 5.4 83(+4) 81(0) 75(+7) 76(+7) 74(+5) 73(+5) 69(+6) 57 168.7

ESX17B-X 3 1160 3 6.9 6.9 84(+5) 82(+1) 76(+12) 77(+9) 75(+8) 73(+7) 70(+7) 61 174.6

ESX17C-X 3 1160 4 10 10 84(+4) 83(0) 77(+11) 78(+8) 75(+7) 73(+7) 70(+6) 61 193.6

ESX17D-X 3 1160 5.5 12 12 85(+4) 83(-1) 80(+10) 80(+7) 77(+7) 76(+7) 71(+6) 62 231.6

ESX18A-X 3 1260 2.2 5.4 5.4 83(+3) 84(-1) 78(+7) 80(+5) 76(+5) 75(+4) 69(+5) 60 168.7

ESX18B-X 3 1260 3 6.9 6.9 84(+4) 83(-2) 79(+9) 80(+5) 77(+6) 74(+5) 69(+7) 61 174.6

ESX18C-X 3 1260 4 10 10 84(+4) 83(-1) 79(+8) 80(+5) 77(+5) 74(+6) 69(+7) 61 193.6

ESX18D-X 3 1260 5.5 12 12 85(+4) 83(-1) 81(+8) 81(+5) 78(+5) 76(+6) 71(+7) 62 231.6

ESX19A-X 3 1440 3 6.9 6.9 90(+2) 83(-2) 82(+5) 80(+4) 79(+5) 78(+3) 73(+4) 61 174.6

ESX19B-X 3 1440 4 10 10 87(-2) 82(-1) 81(+5) 79(+5) 79(+3) 77(+2) 73(+3) 60 193.6

ESX19C-X 3 1440 5.5 12 12 86(+1) 84(0) 82(+6) 81(+6) 79(+3) 77(+3) 73(+3) 62 231.6

Fan size 11A to 25B inc. are belt drive and cannot be mounted at an angle of no greater than 5°. 
Please contact your local Nuaire Technical Sales Engineer or the Technical Department to discuss your application requirements.

The electrical and sound information in the table is nominal.




