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TWIN FANS

ANCILLARIES

TECHNICAL INFORMATION

A

D dia

B A

D dia

FAST CLAMP 

Manufactured from galvanised steel with a  gasket liner to provide an air tight joint.
Matching fan spigot diameters.

Typical code: FC-100

Dimensions (mm)

Code A D Code A D

FC100 90 100 FC250 90 250

FC125 90 125 FC315 90 315

FC150 90 150 FC400 90 400

FC200 90 200 - - -

CIRCULAR FLEXIBLE CONNECTOR 

Flexible material is flame resistant to BS476 part 7 with galvanised steel spigots. 
Heat resistant to 132°C with excellent resistance to chemicals, oil and grease. 
Connector is airtight and waterproof.

Typical code: CFC-10

Dimensions (mm)

Code A D Code A D

CFC10 150 102 CFC25 150 252

CFC12 150 127 CFC31 150 317

CFC16 150 152 CFC40 150 402

CFC20 150 202 - - -

Ancillaries for Quietscroll and Constant Pressure cont. 

IN-LINE CIRCULAR ATTENUATORS

Standard - Un-podded - Performance, Dimensions (mm) and Weights

Dynamic Attenuation

Octave band mid frequency (Hz) Dimensions (mm)

Dia. Unit Code Type 125 250 500 1K 2K 4K 8K A C D E F G Weight Kg

250mm CA25S Standard Un-podded -1 -2 -4 -7 -9 -7 -5 250 450 250 4 M8 300 6.0 

400mm CA40S Standard Un-podded -2 -3 -5 -7 -9 -6 -5 400 600 400 8 M10 450 16.0

500mm CA50S Standard Un-podded -2 -3 -6 -8 -8 -6 -4 500 700 500 12 M10 560 23.0 

630mm CA63S Standard Un-podded -2 -4 -8 -9 -8 -5 -4 630 830 630 12 M10 690 30.0

1000mm CA100S Standard Un-podded -3 -6 -9 -8 -6 -4 -2 1000 1200 1000 16 M12 1070 111.0 

Long - Un-podded - Performance, Dimensions (mm)  and Weights

250mm CA25L Long - Un-podded -2 -3 -6 -12 -15 -13 -9 500 450 250 4 M8 300 11.0 

400mm CA40L Long - Un-podded -3 -3 -7 -13 -14 -12 -8 800 600 400 8 M10 450 30.0 

500mm CA50L Long - Un-podded -3 -4 -10 -14 -13 -10 -7 1000 700 500 12 M10 560 42.0 

630mm CA63L Long - Un-podded -3 -6 -13 -15 -13 -9 -6 1260 830 630 12 M10 690 56.0 

1000mm CA100L Long - Un-podded -6 -11 -15 -14 -10 -6 -3 2000 1200 1000 16 M12 1070 203.0 

Note: For further attenuation details please refer to Axus section.
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TWIN FANS

ANCILLARIES

TECHNICAL INFORMATION

Ancillaries for Quietscroll and Constant Pressure cont. 

TERMINATOR COWLS DIMENSIONS (mm)

To provide a weatherproof route for supply & exhaust air to your ducted system.

Cowls are manufactured from flame retardant polymer and can be supplied with gravity backdraught shutters, bird guards
and hand guards. The terminal is finished in BS00A05 Grey as standard. All BS or RAL colours are available. The cowl will
normally be fitted to the upstand by a roofing contractor or builder. The Cowl can be fitted without shutters on a 0-60 
degree pitched roof with its longer side running down the roof slope. The Cowl can be fitted with its longer side running
across a slope of less than 85 degrees from the horizontal. When fitted to a wall the longer side must run horizontal.

Typical code: TRTS-A Note: S = Shutters

Note: Air Pressure Drop of cowl (Pa) = Z x Q2

R = ZQm2

where Z = Factor listed in table below Q = Air Volume Flow Rate (m3/s)

Code A B C D E Weight Kg Z Extract Z Intake

TRTS-A 900 620 340 460 600 12.3 67 118

TRTS-B 1080 740 375 560 695 14.7 39 118

TRTS-C 1320 964 475 700 945 26.0 28 62

TRTS-D 1470 1076 490 800 1050 28.2 19 32

TRTS-E 1780 1170 485 900 1136 50.0 7 11.3

TRTS-F 2260 1476 600 1200 1452 88.0 2.5 3.6

SUPPLY/EXTRACT COWLS DIMENSIONS (mm)

Supply/Extract Cowl: rigid flame retardant cowl, conforming with BS476 (Part 1 class 11) supplied in grey (BS 00 A 05) as
standard (any BS or RAL colours available), fixing directly to the base using non-rusting sealed fixings. Air plenum is 
manufactured from galvanised steel incorporating supply & extract chambers. Rigid spigots are provided for connection of
duct work. Supply & extract chamber is fitted with a bird guard.

Typical code: TRSE1

Code A B C D E F G Weight Kg

TRSE1 900 620 340 460 600 200 100 14

TRSE2 900 620 340 460 600 200 125 14 

TRSE3 900 620 340 460 600 200 150 14 

TRSE4 1320 964 475 700 945 345 200 30 

TRSE5 1320 964 475 700 945 345 250 30 

TRSE6 1320 964 475 700 945 345 315 30 

TRSE7 1780 1170 489 900 1150 450 400 57 

Resistance to airflow of this item is negligible.
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Download specification from www.nuairegroup.com/specifications




