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EZPLATE FANS

Trouble free, economical solution

for large open areas.
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AXIAL FANS

EZPLATE

TECHNICAL INFORMATION

BENEFITS

• Trouble free operation 
Tested and reliable rotor motors ensure 
long life and trouble free operation.

• Economical option
A range of controllers are available. All 
motors are speed controllable to ensure
the most economical use.

• Energy efficient 
Advanced sickle bladed or aerofoil, 
dynamically balanced technology provides
an efficient and quiet operation.

• Added safety 
All motors are fitted with a ‘heatseeker’ 
thermal overload device which gives added
safety.

• Maximum flexibility
Fans can be fitted in any altitude to give 
maximum flexibility on site.

• Easy to install 
Units have an integral terminal box and 
motor side guard (on sizes up to 710mm)
for easy installation and safe operation.

• Added protection 
All motors have a corrosion resistant
coating and are IP44 rated (sizes 315-450),
Class IP54 for all others.

• Warranty 
EZplate has a 3 year warranty. 

Ancillaries for Ezplate Typical wall mounting installation
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Wall Fixing Kit.

Inlet Finger Guard.

Electronic Speed Controls.

Inverter Speed Control.

Transformer Speed Control.
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Performance - EZplate  Axial Fans Casing
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Air volume flow rate (m3/s)

4

2

6

5

7

Fa
n 

St
at

ic
 P

re
ss

ur
e 

(P
a)

7

EZplate Axial Fan 6 Pole
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Code descriptions

1. EZplate fan range

2. Fan size

3. 4 Pole (1440 rpm)

4. Electrical phase

EZPLATE 315 - 4 1
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