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OPUS PLUS 
TWINFANS

Compact & powerful, ideal for

larger room applications whilst

maintaining low noise levels.
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OPUS EXTRACT FANS

OPUS PLUS

TECHNICAL INFORMATION

BENEFITS

• Compact & powerful
Small design, high performance up to
150I/s - ideal for larger room applications. 

• Simple commissioning 
Integrated speed control enabling
maximum fan speed is easily adjusted
between 50% and 100%.

• Low maintenance cost 
Easy clean filters protect motor and fan 
assembly, reducing maintenance costs and 
extending fan life.

• Healthy atmosphere
MInimum fan speed can easily be 
adjusted between 0% and 50% for 
continuous background ventilation without
wasting motor power. Enabling background
ventilation to be provided without
unnecessary controls.

• Controllability 
A choice of 'on-board' and 'remote' control
options are available.

• Speed control included
All units has speed control included as 
standard to provide a packaged solution.

• Continuous ventilation 
Twin fans allow for automatic changeover
to stand by fan in event of fan failure. They
also feature auto duty share.

• Warranty 
Opus plus have a 3 year warranty.

Dimensions - Surface Mounted Opus Plus 100 and 150

Wall Mounted Opus Plus
Key:
1. LED Run and Fail Indicators
2. Optional Fascia P.I.R.
3. Cover Fixing Screws
4. Fixing Points
5. Cable Access
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3.Duct Mounted Opus Plus
Key:
1. 1 x 150 Dia. Spigot Knockout
2. Cable Access
3. Single Screw Unit Fixing
4. 4 x 100 Dia. Spigot Knockouts
5. Access Panel (full length of unit)
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DUCT MOUNTED DIMENSIONS (mm) & WEIGHT

Fan Unit A B C D E Weight Kg

OPUS100-2M 500 330 260 200 50 11

OPUS100-M 500 330 260 200 50 10

OPUS150-M 500 330 260 200 50 11

Dimensions - Duct Mounted Opus Plus Units

SURFACE MOUNTED DIMENSIONS (mm) & WEIGHT

Fan Unit A B C D E F G Weight Kg

OPUS100-2B 160 335 320 125 50 160 248 5

OPUS100-B 160 335 320 125 50 160 248 5

OPUS150-B 160 335 320 125 50 160 248 5




