
Reduce Installation Time by 50%
The lightweight material means that installation becomes 
a one-man job, while the unique clip system forms an 
airtight seal, with no need for sealant or tape. Installation is 
quick and easy, significantly reducing both costs and time 
spent on site.

Ductmaster Thermal

The new 220x90mm Ductmaster range adds to Nuaire’s exclusive Thermal and vast PVC 
ducting series. The low profile nature of the 220x90mm means our ducting is suitable for 
applications with restricted void spaces, whilst maintaining a high capacity of air flow.

WATCH THE 
DUCTMASTER THERMAL RACE

Scan the QR code or visit the Nuaire YouTube channel: 
 www.youtube.com/NuaireGroup

The Race Is On!The Race Is On!

In addition to the full range of ducting and ancillaries available in size 220X90mm we have introduced 
new products such as our reducers, which allow a ducting system to be taken from 220X90mm to 
125mm, 150mm and 204X60mm. This allows the entire Nuaire range to be interchangeable, promoting 
flexibility in design and install.

NOW
AVAILABLE IN 220x90mm

Nuaire’s Ductmaster Thermal
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NUAIRE LIMITED

Western Industrial Estate 
Caerphilly 
CF83 1NA

Residential product orders or enquiry:
Tel: +44 (0)29 2085 8500
Fax: +44 (0)29 2085 8555
residentialenquiries@nuaire.co.uk

www.nuaire.co.uk
http://xpress.nuaire.co.uk
        @nuaireHomes

DUCTMASTER 
PVC

Also available as part of 
the Ductmaster range:

Nuaire’s Ductmaster Thermal

Features & Benefits
•  The only complete solution on the market
•  Connectors form an airtight seal 

= no more sealant or tape
• Full range available
• Reduced installation time 

• New high capacity 220X90 duct size offers   
 greater efficiency in low profile spaces
•  Independently tested for thermal    
  conductivity by BASF- Germany
•  Lightweight material- one person install

Typical Installation Methods

COMPLIANCE CHART

Figure 3: Nuaire thermal ductingFigure 2: RockwoolFigure 1: Bubble wrap

Domestic Compliance Guide 
Requirements
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Thermal resistance (m2k)/W)

Bubble wrap =  0.033 W/m.k 
3.6mm thick

Rockwool =  0.04 W/m.k 
25mm thick

Nuaire thermal =  0.03 W/m.k 
20mm thickducting

DUCTMASTER 
ACOUSTIC SOLUTIONS


